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Product Data Sheet 

 

ISO-FIX 81 BVP-Circuit Board Lacquer  

 

Description: 

ISO-FIX 81 BVP-circuit board lacquer is a solvent containing one component lacquer, which is curing 

by the evaporation of the solvent. Adhesion on many surfaces is good. The system is stable towards 

water, exhibits a good stability against elevated temperatures and is physiologically harmless. 

 

Application as dipping varnish: 

When used as a dipping varnish the parts can be dipped simply in the coating solution. Due the low 

viscosity of the system excess material drips fast off very fast. After a short drying phase (app. 20-30 

minutes) a flexible layer is obtained and the part can be handled. When higher a coating thickness is 

desired ISO-FIX 81 BVP can also be poured on the part, although longer drying times are needed in 

this case 

 

 

Technical Data: 
 

Chemical Base: Synthetic resin based on polyesters in ethanol (environmental 
friendly, fast drying) 

 

Curing:     Physically drying at room temperature 
 

Long term temperature stability: 80°C 
 

Viscosity:    265 mPas (25°C) 

 

Form of delivery:   Tins or bottles each 250 g, 500 g, 1000 g 
 

Colour:  Transparent, pigmented on wish 
 

Storage:     Containers have to be stored dry and airtight  
Shelf life is 12 months. 

 
See the EC safety data sheet for additional information 
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