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Product Data Sheet 

 

ISO-RC-lnsulation and Sealing Putty  
 

Description: 

Original ISO-RC-Insulation and Sealing Putty is a permanent flexible, kneadable, fiber-free sealant 

based on polymeric and inorganic compounds. Main application area is moisture- and air-tight sealing 

of sensitive electrical and mechanical components, e.g. damp-proof wiring in humid rooms (switches, 

junction boxes, cable end connectors and terminals). 

Original ISO-RC-lnsulation and Sealing Putty is free of heavy metals, halogens and aromatic organic 

compounds.  

 

Original ISO-RC-lnsulation and Sealing Putty is characterized by the following properties: 

- kneadable by hand in summer and winter 

- does not require heating before application 

- does not petrify, permanent plastic, suitable for tropics 

- good thermal and electrical insulation properties 

- unlimited shelf-life 

- fire resistant 

 

Technical Data: 
 

composition 

condition at 15°C 

colour 

density 

cone penetration at 12°C 

softening point (ring and ball) 

permanent temperature resistance 

thermal conductivity 

flash point 

dielectric strength 

polymeric oils, minerals, specific additives 

tough-plastic, ductile 

grey, ivory, black, red (other on request) 

1.6 g/cm
3
 

app. 30 1/10 mm 

app. 110°C 

app. 80°C 

app. 0.8 W/Km 

> 280°C 

16 kV/mm 

 

 

 

 

 

 

 

DIN 16946 T1 

DIN 51758 

VDE 0291 T2 

 
 
Original ISO-RC-lnsulation and Sealing Putty is supplied in 100 g rods, wrapped in aluminium foil, 10 
rods per carton. Other type of packaging on request. 
 
Please see material safety data sheet for additional information. 
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Our technical advice - whether verbal, in writing or by way of trials - is given in good faith but without warranty, and this also applies where proprietary rights of 

third parties are involved. It does not release you from the obligation to test the products supplied by us as to their suitability for the intended processes and uses. 

The application, use and processing of the products are beyond our control and therefore entirely your own responsibility. Should, in spite of this, liability be 

established for any damage, it will be limited to the value of the goods delivered by us and used by you. Of course we will provide products of consistent quality 

within the scope of our General Conditions of Sale and Delivery. 

 


