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Product Data Sheet  
 

ISOCURE IPDI 3-2 
 
 

Description: 

ISOCURE IPDI 3-2 is a prepolymer, based on polyetherpolyol and isophorondiisocyanate. The product is a 

80% solution in an aliphatic/aromatic solvent (mixing ratio 1:3). ISOCURE IPDI 3-2 is a 1-component 

polyurethane resin, which cures with moisture. It is used as a baseresin for lacquers, forming elastic 

coatings with a hard and chemical resistant surface. 

 

Technical Data: 

 Value / Range Method 

Form: liquid  

Density: 1.08 g/ cm
3
  at 20°C DIN 51757 

Vapour pressure:  0.0001 mbar at 20°C  

kin. Viscosity: 6 ± 3 Pas at 23°C DIN 53211 

Solubility in water: insoluble, reacts with water  

pH-value: n. a.  

Dry-contend: 80 ± 1 % DIN 53216 

NCO-contend: 2.8 ± 0.4 % DIN 53185 

EN 11909 

Colour: 0-2 Gardner 
ASTM D 1544-63 T 

Flashpoint: 53°C DIN 53213 

Auto-ignition temp.: 410°C DIN 51794 

Solvent: Kristallöl
®
 30 / Shellsol

®
 A     

 

A diluent for ISOCURE 3-2 should contain a small amount of polar solvents, such as arenes. The used 

solvents must have „urethanegrade“ quality. Ketones can have an influence on the stability of the colour of 

ISOCURE 3-2. For a satisfactory curing process of aliphatic polyurethane resin lacquers with atmospheric 

moisture, catalytic amounts of tert.-amines are necessary.  
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Our technical advice - whether verbal, in writing or by way of trials - is given in good faith but without warranty, and this also applies where proprietary rights of third parties are involved. It does not 

release you from the obligation to test the products supplied by us as to their suitability for the intended processes and uses. The application, use and processing of the products are beyond our control 

and therefore entirely your own responsibility. Should, in spite of this, liability be established for any damage, it will be limited to the value of the goods delivered by us and used by you. Of course we 

will provide products of consistent quality within the scope of our General Conditions of Sale and Delivery. 

We recommend dimethylbenzylamine
*
 or diazabicyclooctane

*
 in a concentration of 0.4 % based on the 

resin. A further acceleration of the hardening process can be achieved by the use of 0.1 % 

dibutyltindilaurate
*
. 

As isocyanates react with atmospheric moisture, air contact during the storage should be avoided. Dry and 

sealed tight containers can be used for about a year. ISOCURE IPDI 3-2 can be delivered in 10 kg cans 

for single use or in 200 kg barrels for multiple use. 

 

                                                           
*
 Supplier ISO-ELEKTRA 

 

 


