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Product Data Sheet 

 

ISO-Hot Sealing Compound „SP“, „SE“, „SN“ 
 

Description: 

ISO-Hot Sealing Compounds „SP“, „SE“ and „SN“ are insulation compounds based on bitumen for cast 

iron joint boxes, which proved their suitability for many years. They have properties according to VDE 

0291 part 1/2.72 and are used to insulate impregnated cables and fittings. 

 

Processing: 

ISO-Hot Sealing Compounds „SP“, „SE“ and „SN“ are melted at 150°C before use and poured into the 

dry joint box. Due to shrinkage it might be necessary to add some more molten material after the first 

portion has solidified. 

Hot Sealing Compound „SP“ will stay tough-plastic when cold, Hot Sealing Compound „SN“ will 

become rigid and can be chipped-off if necessary, Hot Sealing Compound „SE“ has a high dropping 

point. 

 

Technical Data: 
 

 Hot Sealing 

Compound „SP“ 

Hot Sealing 

Compound „SE“ 

Hot Sealing 

Compound „SN“ 

Softening point 
(Ring and Ball) 

45°C - 50°C 80°C - 90°C 59°C - 67°C 

Penetration 70 - 100 mm / 10 25 - 45 mm / 10 20 - 30 mm / 10 

Ash content < 0.5 % < 0.5 % < 0.5 % 

Flash point > 240°C > 280°C > 280°C 

Evaporation loss (165°C / 2,5 h) < 1.5 % < 1.0 % < 1.0 % 

Adhesion to lead 
(„Streifentest“) 

passed at 0°C passed at 15°C passed at 15°C 

Dielectric strength > 20 kV/mm > 20 kV/mm > 20 kV/mm 

Crank temperature (Fraaß) < -10°C < -10°C < -2°C 

Insoluble in CHCl=CCl2 < 0.5 % < 0.5 % < 0.5 % 

Paraffinic content < 2 % < 2 % < 2 % 

Density 1.0 g/cm
3
 1.0 g/cm

3
 1.0 g/cm

3
 

 
Please see material safety data sheet for additional information. 
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